Gerade Flansch- Straight Flange Couplings Brides droites
verschraubungen
Schneidringanschlul DIN 2353 Cutting ring conmection DIN 2353 Raccondement avec bague
coupante DIN 2353
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Series Tubs ca g for
PR 0.0. aAppro 100 pe. Bastellzeichen
Sdoe Tube e, kg par Order code
PB fet. D L L1 L2 i G 53 54 100 peos. Rél. de commands
PRa1Sbar 19 35 39 3 23 125 M6 19 5 15,0 GFL 10 LK 35
12 35 30 38 23 125 MG 2 5 15,0 GFL12 LK 35
PB250bar 15 35 30 3§ 23 125 M6 27 5 17,0 GFL 15 LK 35
L 16 40 42 43 28 125 M6 275 21,0 GFL 15 LK 40
B 100bar B 40 42 44 275 125 M6 2@ 5 22,0 GFL 18 LK 40
2 40 42 44 275 125 MG 36 5 23,0 GFL 22 LK 40
28 40 a2 51 345 125 M6 41 5 284 GFL 28 LK 40
S  PB315bar 16 35 39 40 215 125 M6 305 215 GFS 16 LK 35

Innensechskantenschrauben, Fedamings und O-Ringe werdan lose mitgebalert.
Socket screws, lock washers and O-rings are supplied loose,

Les vis & tote & six pans, ks rondelles Glasticusss ¢ les joints fonques sont livrds a part,

O-Ringe aus Perbunan, Temperaturbenssch — 20 °C bis + 90 “C. Viton aul Wunsch keferbar (- 15 °C bis + 200°CL
Perbunan O-rings temparatue range - 20 °C to + 90 °C. (Viton O-rings ternparaturs range - 15 °C 1o + 200 °C on request),

Joints toriques an Perbuman. Domaina da température = 20 °C a + 30 °C. Viton ast Ivrable sur demande. (- 15°C a + 200°C).
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