Einstellbare Adjustable Male Stud Tés orientables
T-Verschraubungen BranchTees

Einschraubgewinde G: Thread G: Filetage G:

Metrisches Gewinde, zylindrisch Metric parallal Métrique cylindrigue
Einschraubzapfen mit Weichdichtung Screwed plug with captive seal Goupille filetée avec joint mou

Ausfihrung mit Dichtkegel Design with conical nipple
und O-Ring (DKO) and O-ring seal (DKO)
Sz 5
Vergleichsbezeichnung
ET-M
Reihe Rahr kg fr
Nenndruck PN AD _ 1005t
Saries Tube ca ca. O] kg for
Nominal pressure PN 0.0, appen, approx. (0-Ring 100pe.  Bestelzeichen
Sénie Tube e, env, C-ring kgpar  Order code
PressionnominalePN fet G L1 L2 L3 L4 i 81 82 81 D Jowitodgue 100pees. R da commande
6 M10x1 A 14 23 35 B 14 12 14 14 4 x15 15 TEDLOEM10x1WD
] M12x15 28 14 25 375 12 17 12 17 17 6 x15 106 TEDLOBM12x15WD
PN 400 10 M14x15 30 15 24 40 12 19 14 19 19  75x15 127 TEDL1OMi4x15WD ==
12 M16x15 32 17 27 42 12 22 17 22 2 9 x15 171  TEDL12M16x15WD
L 15 MI18x15 3% 21 29 46 12 24 19 27 23 12 x2 296 TEDL15M 18x15WD
Po— 18 M22x15 40 235 31 50 14 27 24 32 27 15 x2 402 TEDL1BM22x1,5WD i
22 M26x15 4 275 33 55 B 32 27 36 31 30 x2 527 TEDL22M26x1.5WD
B MXBx2 47 305 34 59 18 41 36 41 39 26 x2 771 TEDL28BM33x2 WD
PM 250 3 Mazx2 56 345 39 685 20 50 41 S50 49 32 x25 1178 TEDL35M42x2 WD
42 M4gx2 40 42 75 2@ B 50 55 38 x25 1288 TEDL42MA4Bx2 WD
6 Mi2x15 31 16 28 40 12 17 12 17 1T 4 x15 132 TEDSOEM12x1,5WD
8 MMx15 3 17 30 425 12 19 14 19 19 B x15 152 TEDS08M14x15WD )
PN 630 10 M16x15 34 175 31 45 12 22 17 22 21 75x15 207 TEDS10M16x1,5WD il
12 M18x15 38 215 33 48 12 24 17 24 23 9 x15 286 TEDS12M18x1,5WD
s 14 M20x15 40 22 37 54 14 27 19 27 25 10 x2 375 TEDS14M20x15WD
16 M22x15 43 245 37 S5 14 27 24 30 27 12 x2 453 TEDS 16 M 22 x 1,5 WD
pnage 20 M27x2 48 265 42 B5 16 32 27 36 32 163x24 75) TEDS20M27 x2WD
25  M3x2 54 30 47 73 18 41 36 46 30 203x24 1284 TEDS25M33x2WD
W MdxZ 62 35 B0 785 20 50 41 50 49 253x24 1745 TEDS30M42x2WD
PN 315 3 Mdaxz 7141 57 B3 @2 5 50 B0 55 33324 o548 TEDS 38 MaABx2 WD

1] O-Ainga aws Parbunan, Termperaturbersich = 20°C bis + S°C. Viton auf Wunsch hefarar (15 C bis + 200°C).

Perbunan O-rings temgerature range - 20°C to + 90°C. (Viton O-rings
Perbunan, Domains de températung —20°C & +90°C. Viton 31 lvable sur

Joints fonques en

temperatune range —15°C to +200°C on request).
demande {-15°C & +200rCh

i — 20°C bis + 90 °C. Viton auf Wunsch lisferbar (- 15°C + 200 °C).

Temperaturbereich
Parburdsn v aaal 1 Lire - 20°C to + 90 °C. (Viton captive Seal iemperature ange - 15°C to + 200 °C on requesi).
Joint MTMWWWM&WMM—W“GQ +90°C. Viton &3t lvrable sur demanda (- 15°C 4 + 200°C)

Standardmanig werden Rohrvarschraubungen kompdett geliafert.
Werden Verschraubungskdrper als Einzeltede bendtigt, so ist dem Beslell-
zeichen ein X" woranzusetzen.

Fir WerksioH Edalstahd 1.4571 ist dem Bestellzeichen ain VA" anzuhfngen.

Awch andere Dimensionen werden lagermdfig gedlhn.
Wir bitten um hre Anfrage.

Pipe couplings are supplied complete as standard, Whon coupling blocks
are required as separate wnits, than an *X" should ba added to the order
numizer.

For the malerial stainless steel 1.4571, “VA" should be appended to tha
order number, Other dimensions are also stocked.

Please ask lor details,

apt
hydraulik
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